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DIMENSIONI E PESI 

DIMENSIONS AND WEIGHT 

VERSIONE BASE - “C” 

“C” - STANDARD VERSION  

Cil. (cm
3
/giro) 

Displ. [in
3
/rev] 

160 
[9.7] 

200 
[12.2] 

250 
[15.2] 

315 
[19.2] 

400 
[24.4] 

A mm 
A [in] 

17 [0.67] 22 [0.87] 28.2 [1.11] 37.5 [1.48] 48 [1.89] 

B mm 
B [in] 

99.5 [3.92] 104.5 [4.11] 110.7 [4.36] 120 [4.72] 130.5 [5.14] 

C mm 
C [in] 

154 [6.06] 159 [6.26] 165.2 [6.50] 174.5 [6.87] 185 [7.28] 

Pesi kg 
Weight [lb] 

14.5 [31.9] 14.75 [32.5] 15 [33] 15.3 [33.8] 15.78 [34.8] 

500 
[30.5] 

62 [2.44] 

144.5 [5.69] 

199 [7.83] 

16.3 [36] 

D mm 
D [in] 

45 [1.77] 45 [1.77] 45 [1.77] 45 [1.77] 45 [1.77] 45 [1.77] 

1) Fori di alimentazione  
 Main ports 
2) Drenaggio motore 1/4 G (BSPP) prof. filetto 14 mm (Versione con flangia C4) 
 1/4 G (BSPP) drain port thread depth [0.551 in] (With C4 flange version) 
 Drenaggio motore 9/16 - 18 UNF prof. filetto 14 mm (Versione con flangia CS) 
 9/16 - 18 UNF drain port thread depth [0.551 in] (With CS flange version) 
3) Fori M10 (Versione con attacchi M10) 
 M10 hole (With M10 main ports version) 

Tipo “C4-CS” - ISO 4 FORI Ø125mm 
Type “C4-CS” - ISO 4 BOLTS Ø125mm (Ø4.921 in) 

VERSIONE BASE - “C” 

315 

15.3 [33.8] 
Pesi kg Pesi


